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	Operation/Task

	Supporting Health & Safety Information:
In house HSE Documentation, available upon request.
	Date 
 

	Health & Safety Representative
  Garry Cooke
	Risk Assessment Undertaken by Engineer: 

	Distribution:
All staff involved on site

	Engineer Signature: 

   


	 
 
	

	Control Item
	Control Measures
	

	Task Training
	ETG Ltd hereby confirms that all machine tool technicians, provided by the company, will be suitably qualified and experienced in terms of the above specified Function/Task requirement.

	Health & Safety Training
	ETG Ltd hereby confirms that all machine tool technicians have undertaken Training

	PPE (personal protective equipment)
	Safety Footwear, Eye Protection, Ear Protection, Gloves

	Supervision
	  ETG Engineers attend site – Site appointee

	 
	 




1.0	PURPOSE
This Risk Assessment is a legal requirement when working at customer sites.

2.0	ASSESSMENT METHOD
The following factors are used in the attached Risk Assessment Form:
	Probability
	X
	Severity
	=
	Risk Level

	1. Highly Improbable
	
	1. Minor Injury
	
	1 - 4 Very Low

	2. Remote
	
	2. Less than 3 days
	
	5 - 9 Low

	3. Occasional
	
	3. More than 3 days
	
	10 - 14 Moderate

	4. Probable
	
	4. Major
	
	15 - 19 High

	5. Certain
	
	5. Death
	
	20 - 25 Very High



The Risk Assessment is conducted as follows:
1) Initial assessments are made of the risk and rated numerically in the following tables.
2) Control measures necessary to reduce the residual risk are identified
3) The residual risk, where applicable will be assessed and additional control measures introduced if beyond the skill set of the ETG employee.
Action Levels are identified as:
	•
	Very Low / Low
	- No further action is required.

	•
	Moderate
	- Method statement required

	•
	High /Very High
	- Additional control measures are required



3.0	Conclusion
               The parameters of the generic risk assessment as detailed below are considered within acceptable limits, provided the stated control measures                 are in place at all times.



	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
	S
	R
	
	

	Electricity
	* Electric shock 
* Electrical Burns
	ETG Staff
	3
	5
	15
	*Live testing to be carried out 
by suitably qualified / 
experienced staff
* All cables & connectors to 
be fully inspected prior to 
power-up.
* Equipment to be isolated for 
All modifications.
* Equipment to be isolated if 
unattended.
* Use only approved testers and equipment.
* Signs to be posted; access 
restricted to authorised 
personnel only (where 
Applicable).
	1
	5
	5
	L
	ETG/Customer to supervise

	Guarding
	* Crushing
* See also hand tools
	ETG Staff
	4
	3
	12
	*Ensure panels are not top heavy.
*Use of the crane for lifting heavy & ungainly panels.
*When moving a guard ensure assistance from other member of ETG /customers staff.
	2
	3
	6
	L
	ETG

	Machine Wiring
	*Tripping/slips 
and falls
	ETG Staff *On Site Staff
	3
	3
	9
	*Sweep up cut off cables and cable ends *Cables not to be left trailing across the *Good house keeping
	2
	3
	6
	L
	ETG




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
2
	S
	R
	
	

	Machine Tool Fitting/assembly/Installation of mechanical parts
	* Crushing
* Trapping
* Damage to plant
*Personal injury
	ETG Staff
	3
	4
	12
	*Ensure correct PPE
*Use mechanical lifting if needed 
*Remove sharp edges where 
   possible
* Maintain good engineering 
practice and trade training.
	
	4
	8
	L
	ETG

	Use of Company Vehicles
	* Personal injury or even death
* Injury to others *Damage to
goods
*Damage to
vehicles
	ETG Staff Members of the public
	3
	5
	15
	*Drivers to hold correct 
license
*Drivers to obey driving laws 
*Items in the van to be 
correctly secured.
*Any defects with vehicles to 
be reported immediately 
*Ensure correct servicing
	2
	5
	10
	M
	ETG




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
2
	S
	R
	
	

	Testing & Commissioning of Moving Machinery
	* Crushing 
* Trapping
* Damage to 
plant
	ETG Staff
	3
	5
	15
	* All equipment to be inspected prior to power-up.
* Barrier around working 
area (where applicable); 
Access restricted to 
authorized personnel only.
* Equipment to be isolated 
when left unattended.
* Working area to be kept 
tidy and clear of extension 
leads, etc.
	
	5
	10
	M
	ETG

	Use of Portable Electrical Equipment
	* Electric shock 
* Electrical burns
* Fire
	ETG Staff
	3
	3
	9
	* All portable equipment to 
be inspected before use; all 
equipment to conform to 
relevant British Standards.
* Tools not in use to be disconnected from supply and stored away in tool 
cupboard.
* Annual PAT testing
	2
	3
	6
	L
	ETG




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
	S
	R
	
	

	Working at Heights
	* Personal injury 
  or even death

* Falling Tools & Equipment


	ETG Staff
	3
	5
	15
	* All platforms/scaffolding to 
   be erected by suitably   qualified         personnel (where    Applicable).
* Observe specified working limits (weight) of Scaffolding.
  * Barrier around working 
   area; access restricted to 
   authorised personnel only.
  * Tools & equipment to be 
   kept in Tool Bag or suitable 
   container.  
  *Ladders used for access
  *Ladders to be 3 point contact and secured                         when working.

	1
	5
	5
	L
	ETG Staff

	Falling Objects
	* Head injury                        * Concussion        * Equipment                damage
	ETG Staff On Site Staff
	2
	3
	6
	* Barrier around working area 
with entry restricted to 
authorised personnel 
Only (where applicable).
* Good housekeeping and 
Storage of materials to be 
maintained.
	1
	3
	3
	VL
	ETG




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
2
	S
	R
	
	

	Use of Hand Tools
	* Eye injury 
* Injury to
hands, feet or
body
	ETG Staff
	4
	3
	12
	* Wear appropriate PPE for 
the job, i.e. Safety Glasses, 
Gloves, Ear Defenders, etc.
* Use appropriate tool for the 
task.
* Maintain good engineering 
Practice and trade training.
	
	3
	6
	L
	ETG

	Manual 
Handling
	* Back injury
* Skeletal injury 
* Strains/Sprains 
* Cuts
	ETG Staff
	4
	3
	12
	* Use mechanical lifting 
equipment wherever 
Possible.
* Equipment to broken down 
in to manageable sizes for 
Lifting, where no other 
means of lifting is available.
* Assess task and remove all 
obstructions.
* Check for sharp edges, 
trapping points, etc
* Maintain good engineering
practice and trade training. 
* Work only within own capabilities.
* Take care when positioning equipment/components to avoid entrapment of
hands, feet, etc.
* Wear appropriate PPE for 
the job.
	2
	3
	6
	L
	ETG




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
	S
	R
	
	

	
Lifting Operations
	* Personal injury
* Damage to 
   plant & Equipment.
	ETG Stall
	3
	5
	15
	* Equipment/plant to only be 
   lifted by designated lifting 
   points.
* Only use tested & 
   certificated slings, chains, 
   etc.
* Never exceed specified 
   lifting capacity of 
   equipment, i.e. crane, 
   slings, chains, etc.
* Never work under 
   Suspended loads.
	1
	5
	5
	L
	ETG




	 
	* Broken Limbs
* Concussion
* Sprains
	ETG Staff *On Site Staff
	 
	 
	 
	* Barrier around working area 
with entry restricted to 
authorised personnel
	 
	 
	 
	 
	 

	 
	* Cuts
	 
	 
	 
	 
	Only (where applicable).
	 
	 
	 
	 
	 

	Tripping
	 
	 
	 
	 
	 
	* Good housekeeping and 
storage of materials to be
	 
	 
	 
	 
	 

	Hazards
	 
	 
	3
	3
	9
	maintained.
	2
	3
	6
	L
	ETG

	 
	 
	 
	 
	 
	 
	* All cables to be laid in trip 
guards.
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	* Care to be taken when 
routing extension cables, 
power tools, etc.
	 
	 
	 
	 
	 




	Hazard
	Consequences
	Who is at Risk
	Initial
	Control Measures
	Residual
	Risk 
Level
	Person
responsible for action

	
	
	
	P
	S
	R
	
	P
	S
	R
	
	

	Inadequate Lighting
	* Personal injury 
* Damage to 
equipment
	ETG Staff *On Site Staff
	2
	2
	4
	* Use only approved & tested temporary/portable lighting.
* Signs posted advising other 
personnel of potential 
hazard.
* Switch off and secure all 
temporary/portable lighting 
when not in use.
	1
	2
	2
	VL
	ETG

	Hazardous Substances
	* Slipping /
Tripping
* Skin irritation
	ETG Staff *On Site Staff
	3
	3
	9
	* COSHH Assessment to be 
carried out for all hazardous 
Substances supplied.
* Oil spillages to be cleaned 
immediately.
* Appropriate PPE to be 
worn.
* Area supervisor advised of 
all spillages; signs posted.
	2
	3
	6
	L
	ETG




	Fire on Site
	* Burns
* Smoke
inhalation
	ETG Staff *On Site Staff
	1
	4
	4
	* Familiarization with site
Fire Alarm procedures.
* Awareness of nearest fire
exits.
	1
	4
	4
	VL
	ETG

	Covid 19 infection/ transmission
Rr
	*Risk of ETG employee being infected   
*Risk of ETG employee infecting others                   
	ETG Staff and customer staff

	2
	4
	8
	* Follow gov guidelines for distancing 
* Follow govt guidelines for personal hygiene
*Follow customer site conditions
*Work within govt guidelines for social distancing
	2
	4
	8
	L
	ETG/Customer

	Use of Customers Fork Truck




	*Personal Injury
   Damage to equipment /-property
machine






	 ETG Staff and Customers Staff
	3
	5
	15
	
*Ensure driver has suitable qualification
*Ensure the Fork lift truck is in good condition and a full check carried out 
*Barrier off working area if possible  
	2
	5
	10
	VL
	ETG

	
Rr
	
	f

	
	
	
	
	
	
	
	L
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